
CAT5E RJ45-RJ45 PATCH CORD
UTP Patch Cord

Applications :
- 100 Base-TX
- 100 Base-T
- 100VG-AnyLAN
- 1000 Base-T(Gigabit Ethernet)
- 1000Base-TX
- 155Mbps ATM
- Data Center, VoIP, ISDN, PoE, IoT, CCTV
 
Standards :
- ANSI/TIA 568-C.2 Cat5e
- ISO/IEC 11801:2017 Class D
- EN50173-1

Specifications :
- Cable construction :  UTP 4P stranded flexible wire 24AWG
   pure copper
- Cable insulation :   HDPE
- Cable outer jacket :   CM PVC, LSZH
- Cable color :   Red, white, yellow, green, gray, blue
- Connector :   RJ45 Cat5e modular plug
- Connector material :  50-micron gold plating over nickel plated
     and phosphor bronze
- Boot :    Molding from manufacture
- Testing :    100% factory assembly and testing
- Certified :   RoHS, CE, UL
- Operating temperature :  60  �C
 

F/UTP Patch Cord

Applications :
- 100 Base-TX
- 100 Base-T
- 100VG-AnyLAN
- 1000 Base-T(Gigabit Ethernet)
- 1000Base-TX
- 155Mbps ATM
- Data Center, VoIP, ISDN, PoE, IoT, CCTV

Standards : 
- ANSI/TIA 568-C.2 Cat5e
- ISO/IEC 11801:2017 Class D
- EN50173-1

Specifications : 
- Cable construction :  F/UTP 4P stranded flexible wire 26AWG 
      pure copper
- Cable insulation :   HDPE
- Shielded :   AL-Foil
- Cable outer jacket :   CM PVC, LSZH
- Cable color :   Red, white, yellow, green, gray, blue
- Connector :   FTP RJ45 Cat5e modular plug
- Connector material :  50-micron gold plating over nickel plated
      and  phosphor bronze
- Boot :    Molding from manufacture
- Testing :    100% factory assembly and testing
- Certified :   RoHS, CE, UL
- Operating temperature :  60  �C

Ordering Information  :

* Color Code; R(Red), W(White), Y(Yellow), G(Green), GR(Gray), B(Blue)

AL-6115W*-5
Shielded F/UTP CAT5E RJ45-RJ45 Patch Cord LSZH White 5M "ALFA BASE"AL-6115B*-3

Shielded F/UTP CAT5E RJ45-RJ45 Patch Cord LSZH Blue 3M "ALFA BASE"

P/N Descriptions

Ordering Information  :

* Color Code; R(Red), W(White), Y(Yellow), G(Green), GR(Gray), B(Blue)

AL-6111Y*-1
AL-6112B*-3

CAT5E RJ45-RJ45 Patch Cord Yellow 1M "ALFA BASE"
CAT5E RJ45-RJ45 Patch Cord LSZH Blue 3M "ALFA BASE"

P/N Descriptions

SHIELDED CAT5E RJ45-RJ45 PATCH CORD
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CAT6 RJ45-RJ45 PATCH CORD

SHIELDED CAT6 RJ45-RJ45 PATCH CORD

UTP Patch Cord

Applications :
- 100 Base-TX
- 100 Base-T
- 100VG-AnyLAN
- 1000 Base-T(Gigabit Ethernet)
- 1000 Base-TX
- 10G Base-T (@ 55M)
- 622 Mbps ATM
- Data Center, VoIP, ISDN, PoE, IoT, CCTV

Standards : 
- ANSI/TIA 568-C.2 Cat6
- ISO/IEC 11801:2017 Class E
- EN50173-1
- UL444

Specifications : 
- Cable construction :  UTP 4P stranded flexible wire 24AWG
   pure copper
- Cable insulation :  HDPE
- Cable outer jacket :   CM PVC, LSZH
- Cable color :  Red, white, yellow, green, gray, blue
- Connector :   RJ45 Cat6 modular plug
- Connector material :  50-micron gold plating over nickel plated
      and  phosphor bronze
- Boot :    Molding from manufacture
- Testing :    100% factory assembly and testing
- Certified :   RoHS, CE, UL
- Operating temperature :  60  �C
 

F/UTP Patch Cord

Applications :
- 100 Base-TX
- 100 Base-T
- 100VG-AnyLAN
- 1000 Base-T(Gigabit Ethernet)
- 1000 Base-TX
- 10G Base-T (@ 55M)
- 622 Mbps ATM
- Data Center, VoIP, ISDN, PoE, IoT, CCTV

Standards : 
- ANSI/TIA 568-C.2 Cat6
- ISO/IEC 11801:2017 Class E
- EN50173-1
- UL444

Specifications : 
- Cable construction :  F/UTP 4P stranded flexible wire 26AWG
      pure copper
- Cable insulation :   HDPE
- Shielded :   AL-Foil
- Cable outer jacket :   CM PVC, LSZH
- Cable color :   Red, white, yellow, green, gray, blue
- Connector :   FTP RJ45 Cat6 modular plug
- Connector material :  50-micron gold plating over nickel plated
      and phosphor bronze
- Boot :    Molding from manufacture
- Testing :    100% factory assembly and testing
- Certified :   RoHS, CE, UL
- Operating temperature :  60  �C 
 

Ordering Information  :

* Color Code; R(Red), W(White), Y(Yellow), G(Green), GR(Gray), B(Blue)

AL-6121Y*-1
AL-6122B*-3

CAT6 RJ45-RJ45 Patch Cord Yellow 1M "ALFA BASE"
CAT6 RJ45-RJ45 Patch Cord LSZH Blue 3M "ALFA BASE"

P/N Descriptions
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Ordering Information  :

* Color Code; R(Red), W(White), Y(Yellow), G(Green), GR(Gray), B(Blue)

AL-6125B*-3 Shielded F/UTP CAT6 RJ45-RJ45 Patch Cord LSZH Blue 3M "ALFA BASE"

AL-6125W*-5 Shielded F/UTP CAT6 RJ45-RJ45 Patch Cord LSZH White 5M "ALFA BASE"

P/N Descriptions



UTP CABLE CAT5E
U/UTP CAT5E 24AWG  LAN Cable

Structures :
- Construction :  U/UTP
- Conductor dimension : 24AWG
- Conductor material :   Solid copper

Insulations :
- Insulation material :  HDPE
- Insulation dimension : 0.91 mm

Sheaths :
- Outer jacket material : CM/CMR PVC, LSZH
- Thickness :  0.6 mm
- Outer O.D. :  5.2 mm
- Outer jacket color :  As customer request
- Ripcord :   Yes

Electrical Characteristics

Mechanical Characteristics

1-350 MHz impedance 100±15Ω
Max. delay skew ≤ 45/100m
Max. conductor resistance 95Ω/km (@20  �C)
Max. conductor resistance unbalance 5% (@20  �C) 
Min. insulation resistance 5000MΩ/km
Nom. mutual capacitance ≤ 5.6nF/100M @1KHz
Nominal velocity of propagation 69%

Outer jacket tensile strength ≥ 13.5Mpa 
Outer jacket elongation ≥ 150%
Outer jacket aging condition 100  �C x 168 hrs.
After aging, tensile strength ≥ 12.5Mpa 
After aging, elongation ≥ 125%
Cold bend no crack (@-20  �C x 4 hrs.) 
Hot impact no crack (@150  �C x 4 hrs.)

Ordering Information :

Performance Characteristic :

AL-7111-XX* UTP Cable CAT5E 24AWG CM PVC Blue 305M "ALFA BASE"

P/N Descriptions

Applications :
- 100 Base-TX
- 100 Base-T
- 100VG-AnyLAN
- 1000 Base-T(Gigabit Ethernet)
- 1000Base-TX
- 155Mbps ATM
- Data Center, VoIP, ISDN, PoE, IoT, CCTV
 
Standards :
- ANSI/TIA 568.2-D Cat5e
- ISO/IEC 11801:2017 Class D
- IEC61156
- UL444

Operating temperature :   60  �C
 

Frequency (Mhz) 1 25 31.25 62.5 100 155 200 250 300 350
IL (dB/100m) 3.0 10.0 11.2 16.2 21.0 26.7 30.9 35.1 39.0 42.6

RL (dB) 19.0 18.0 17.1 14.1 12.0 10.1 9.0 8.0 7.2 6.6
Next (dB) 60.0 42.1 40.5 35.7 32.3 29.2 27.3 25.7 24.4 23.3

PS Next (dB) 57.0 39.1 37.5 32.7 29.3 26.2 24.3 22.7 21.4 20.3
ACR-F (dB) 58.6 30.7 28.7 22.7 18.6 14.8 12.6 10.7 9.1 7.7

PS ACR-F (dB) 55.6 27.7 25.7 19.7 15.6 11.8 9.6 7.7 6.1 4.7
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Copper Conductor

HDPE Insulation

Jacket

Ripcord

*XX = Color Code; R(Red), W(White), Y(Yellow), G(Green), GR(Gray), B(Blue)



UTP CABLE CAT6

Structures :
- Construction :   U/UTP
- Conductor dimension : 23AWG
- Conductor material :  Solid copper

Insulations :
- Insulation material :  HDPE
- Insulation dimension : 0.96 mm
- Cross filer :   Yes

Sheaths :
- Outer jacket material : CM/CMR PVC, LSZH
- Outer jacket color :  As customer request
- Ripcord :   Yes

Electrical Characteristics
1-600 MHz impedance 100±15Ω
Max. delay skew ≤ 45/100m
Max. conductor resistance 95Ω/km (@20  �C)
Max. conductor resistance unbalance 5% (@20  �C) 
Min. insulation resistance 5000MΩ/km
Nom. mutual capacitance ≤ 5.6nF/100M @1KHz
Nominal velocity of propagation 69%

Mechanical Characteristics
Outer jacket tensile strength ≥ 13.5Mpa
 Outer jacket elongation ≥ 150%
Outer jacket aging condition 100  �C x 168 hrs.
After aging, tensile strength ≥ 12.5Mpa
After aging, elongation ≥ 125%
Cold bend no crack (@-20  �C x 4 hrs.) 
Hot impact no crack (@150  �C x 4 hrs.)

U/UTP CAT6 23AWG LAN Cable

Ordering Information :

AL-7122-B
AL-7124-B

UTP Cable CAT6 23AWG CM PVC Blue 305M "ALFA BASE"
UTP Cable CAT6 23AWG LSZH Blue 305M "ALFA BASE"

P/N Descriptions

Frequency IL NEXT PS NEXT ACR-F PS ACR-F RL
(Mhz) (dB/100m) (dB) (dB) (dB) (dB) (dB)

1 3.0 65.0 62.0 64.2 61.2 19.1
4 3.5 64.1 61.8 52.1 49.1 21.0
8 5.0 59.4 57.0 46.1 43.1 21.0

10 5.5 57.8 55.5 44.2 41.2 21.0
16 7.0 54.6 52.2 40.1 37.1 20.0
20 7.9 53.1 50.7 38.2 35.2 19.5
25 8.9 51.5 49.1 36.2 33.2 19.0

31.25 10.0 50.0 47.5 34.3 31.3 18.5
62.5 14.4 45.1 42.7 28.3 25.3 16.0
100 18.6 41.8 39.3 24.2 21.2 14.0
155 23.7 38.7 36.2 20.4 17.4 12.1
200 27.4 36.9 34.3 18.2 15.2 11.0
250 31.1 35.3 32.7 16.2 13.2 10.0
300 34.6 34.0 31.4 14.6 11.6 9.2
350 37.9 32.9 30.3 13.3 10.3 8.6
400 41.1 32.0 29.3 12.1 9.1 8.0
450 44.1 31.1 28.4 11.1 8.1 7.5
500 47.1 30.4 27.6 10.2 7.2 7.0
550 49.9 29.7 26.9 9.4 6.4 6.6
600 52.7 29.0 26.3 8.6 5.6 6.2

Copper Conductor

HDPE Insulation

Outter Jacket

Ripcord

Filer

Performance Characteristic :

Applications :
- 100 Base-TX
- 100 Base-T
- 100VG-AnyLAN
- 1000 Base-T(Gigabit Ethernet)
- 1000 Base-TX
- 10G Base-T (@ 55M)
- 155Mbps ATM
- 622 Mbps ATM
- Data Center, VoIP, ISDN, PoE, IoT, CCTV

Standards : 
- ANSI/TIA 568.2-D Cat6
- ISO/IEC 11801:2017 Class E
- IEC61156
- UL444

Operating temperature :   60  �C 
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RJ45 MODULAR PLUG

Applications :
- 10 Base-T (IEEE 802.3 Ethernet)
- 100 Base-TX (IEEE 802.3u Fast Ethernet)
- 1000 Base-T (IEEE 802.3ab Gigabit Ethernet)
- PoE (IEEE 802.3af, IEEE 802.3at)

Standards :
- ANSI/TIA-568-C.2, ANSI/TIA-568.2-D
- ISO/IEC 11801: 2017 Class D, Cat5e
- ISO/IEC 11801: 2017 Class E, Cat6
- EN 50173-1

Physical :
- Contact durability:  1200 mating cycles
- Wiring pattern:  Universal color pattern T568A/T568B
- Wire gauge:  22 - 26 AWG solid and stranded wire
- Boot support:  RJ45 standard boot and locking boot
- Cable diameter support: 5 - 9 mm

Constructions :
CAT5E
- Modular plug :   8 pins with 3 prong contacts
- Body material :   High impact polycarbonate
- Conductor pin :   Phosphor bronze with gold plated 50-micron
- Shielded :   Bronze with nickel plated (only shield part)

CAT6
- Modular plug :   8 pins 2 layers with pre-insert bar
- Body material :   High impact polycarbonate
- Pre-insert bar :  High impact polycarbonate
- Conductor pin :   Phosphor bronze with gold plated 50-micron
- Shielded :   Bronze with nickel plated (only shield part)

Ordering Information :

AL-1121
AL-1131

CAT5E RJ45 Modular Plug "ALFA BASE"
CAT6 RJ45 Modular Plug with Insert Bar "ALFA BASE"

P/N Descriptions

AL-1121S Shielded CAT5E RJ45 Modular Plug "ALFA BASE"

AL-1131S Shielded CAT6 RJ45 Modular Plug with Insert Bar "ALFA BASE"

*XX = Color; B(Blue), Y(Yellow), G(Green), R(Red), W(White), GR(Gray), T(Transparent)

Ordering Information :

AL-1211XX*
AL-1221XX*

Modular Plug Boot Color XX "ALFA BASE"
Modular Plug Locking Boot Color XX "ALFA BASE"

AL-1231XX* Modular Plug Boot CAT5E Color XX "ALFA BASE"

P/N Descriptions

RJ45 MODULAR PLUG BOOT

Applications :
- Cover for protect RJ45 modular plug and cable

Material :
- PVC with rubber

Color :
- Standard boot : Blue, yellow, green, red, white, gray
- Locking boot :  Blue, yellow, green, red, white, transparent

Cable Diameter :
- Standard boot CAT5E :  5.5 mm
- Standard boot CAT6 :  6 mm
- Locking boot CAT6 :  6 mm
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P/N : AL-1121 P/N : AL-1131

P/N : AL-1121S

Standard Plug Boot

Locking Plug Boot

P/N : AL-1131S



SHIELDED CAT6A RJ45 MODULAR PLUG

SHIELDED CAT6A RJ45 MODULAR PLUG
                                         (FIELD TERMINATED TOOL FREE)

Applications :
- 10 G (XG)
-  IEEE 802.3
- 10 G Base - T
- 1000 Base - T

Standards :
- ANSI/TIA-568-C.2 Category 6A
- ISO IEC-11801:2017 Class EA
- EN55032:2015
- EN55024:2010+A1:2015
- IEEE 802.3an (10G Base T)
- EMC compliant
- RoHS compliant

Specifications : 
- Voltage rating :  125 VAC RMS
- Current rating :  1.5 A
- Contact resistance :  100 mΩ (Max)
- Insulation resistance : 500 MΩ (Min) @500 VDC
- Dielectric strength :  500 VAC RMS 60Hz, 1min
- Termination resistance : 35 milli ohms max
- Wire termination size:  22-26 AWG

Material :
- Housing :  High impact polycarbonate 94-V2 
- Shielded :  SPCC nickel plated
- RJ45 contact :  Brass C2680

Applications :
- 10 G (XG)
-  IEEE 802.3
- 10 G Base - T
- 1000 Base - T

Standards :
- ANSI/TIA-568-C.2 Category 6A
- ISO IEC-11801:2017 Class EA
- EN55032:2015
- EN55024:2010+A1:2015
- IEEE 802.3an (10G Base T)
- EMC compliant
- RoHS compliant

Specifications :
- Voltage rating :  125 VAC RMS
- Current rating :  1.5 A
- Contact resistance :  100 mΩ (Max)
- Insulation resistance : 500 MΩ (Min) @500 VDC
- Dielectric strength :  500 VAC RMS 60Hz, 1min
- Termination resistance : 35 milli ohms max 
- Wire termination size :  22-26 AWG

Material :
- Housing :  Zinc diecast nickel plated
- Shielded :  Zinc alloy
- RJ45 contact :  Phosphor bronze with gold plated 50U
- IDC terminal :  Phosphor bronze nickel plated

Ordering Information  :

AL-1141S Shielded CAT6A RJ45 Modular Plug with Insert Bar and Boot “ALFA BASE”

Shielded CAT6A RJ45 Modular Plug Field Terminated Tool Free Straight Direction “ALFA BASE”

P/N Descriptions
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Ordering Information  :

AL-1145S

P/N Descriptions

P/N : AL-1141S

P/N : AL-1145S



CAT6 RJ45 MODULAR JACK
Applications :
- 10 BASE-T (IEEE 802.3)
- 100 BASE-TX (IEEE 802.3U)
- 1000 Base - T (IEEE 802.3ab)
- Data center, VoIP, ISDN, POE, CCTV and others

Standards :
- ANSI/TIA-568-C.2 Category 6
- ISO IEC-11801 : 2017
- IEEE 802.3ab
- IEC 60603-7-4, FCC part 68, subpart F

Specifications : 
- Voltage rating :   125 VAC RMS
- Current rating :   1.5 A   
- Contact resistance :   20 mΩ
- Insulation resistance :  500 mΩ (min) @500 VDC
- Dielectric strength :   750 VAC RMS 60Hz, 1min
- Operating temperature :  -10  �C  to 60  �C 
- RJ45 jack life :   750 mating cycles with FC
    compliant 8P plug
- Contact force :   100 grams with FCC compliant
    8P plug
- IDC life :    200 termination cycles
- Wire contact compatibility :  Accommodates AWG 22-24
- Retentiveness of insertion structure : 50N 60±5s  

Material :
- Housing :   PC
- Insert :    PC
- PCB :    FR-4
- RJ45 contact :   Phosphor bonze with gold
    plated 50U 
- IDC terminal :   Phosphor bonze nickel plated

CAT6 RJ45 Modular Jack, Tool Free White “ALFA BASE”

CAT6 RJ45 Modular Jack, IDC “ALFA BASE”
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Ordering Information  :

AL-2123

AL-2121

P/N Descriptions

P/N : AL-2123

P/N : AL-2121



SHIELDED CAT6 RJ45 MODULAR JACK
Applications :
- 10 BASE-T (IEEE 802.3)
- 100 BASE-TX (IEEE 802.3U)
- 1000 Base - T (IEEE 802.3ab)
- Data center, VoIP, ISDN, POE, CCTV and others
- To mounting on patch panel or face plate

Standards :
- ANSI/TIA-568-C.2 Category 6
- ISO IEC-11801
- IEEE 802.3ab
- EMC Compliant
- IEC 60603-7-4

Specifications : 
- Voltage rating :   125 VAC RMS
- Current rating :   1.5 A
- Contact resistance :   100 mΩ (Max)
- Insulation resistance :  500 MΩ (Min) @500 VDC
- Dielectric strength :   750 VAC RMS 60Hz, 1min
- Termination resistance :  35 milli ohms max
 - Insertion force :   20N max (IEC 60603-7-4)
- Retention strength :   7.7 kg between jack and plug
- Operating temperature :  -10  �C  to 60  �C 
 (ISO/IEC11801, ANSI/TIA 568 B.2)
- Life mating cycles RJ45 contact : 750 cycles min (ISO/IEC
    11801, IEC 60603-7-4)
- IDC terminal :   Suitable for 22-26 AWG
    stranded and solid
    wire, compatible with both
    110 & krone punch down tools
  
Material :
- RJ45 jack :   
   Housing :     Zinc alloy                
- RJ45 jack contact :
   Material :                    Phosphor bronze nickel plated
   Finish :                         50 micro-inch gold plated on
    plug contact area
- IDC :
   Housing :                        PC with termination wire guide
   Terminal :                              Phosphor bronze nickel plated
   IDC Cap :                              PC
   PCB :                                     FR4, UL  

Shielded CAT6 RJ45 Modular Jack, Slim Tool Free “ALFA BASE”

Shielded CAT6 RJ45 Modular Jack, Slim, Tool Free, Auto Shuttle “ALFA BASE”
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Ordering Information  :

AL-2122S

AL-2124S

P/N Descriptions

P/N : AL-2122S

P/N : AL-2124S



CAT5E AND CAT6 ETHERNET PATCH PANEL

Applications :
- 10/100/1000 Ethernet connectivity
- Data applications
- Private/enterprise networks
- T1/DDS TDM connectivity and patching

Cat5e Patch Panel :
- Exceed Category 5e TIA/EIA-568-B.2 specifications
  for component performance
- Handle data rates exceeding 100 MHz

Cat6 Patch Panel :
- Exceed Category 6 TIA/EIA-568-B.2 specifications
   for channel and link performance
- Handle data rates exceeding 250 MHz
- Angled and paired IDC pins provide a gas-tight
  connection and improved cable retention to
  maximize Cat6 performance

Specifications :
- Wiring :    T568A or T568B
- Insertion life :   750 cycles minimum, < 0.2dB
- Housing :   High impact UL94V-0 rated thermoplastic
- IDC blocks :   Tin lead plated connector accepts 22 - 26 AWG solid UTP cable
- Contact pressure :   100 grams min.
- Insulation resistance :  500 megaohms
- Contact resistance :   10 milliohms max
- Voltage/current :   140 VDC @ 1.5 amps max.
- Dielectric withstand :  1000 VAC RMS @ 60 Hz min.
- Compliance :   Part 68, FCC rules
                                                                TIA/EIA Category 5e or 6 specifications  
      UL listed

Patch Panel Dimensions:
- 24 Port patch panel :  19 in. W x 1.75 in. H x 3.5 in. D  (48.26 cm x 4.45 cm x 8.89 cm)
- 48 Port patch panel :  19 in. W x 3.5 in. H x 3.5 in. D (48.26 cm x 8.89 cm x 8.89 cm)

Primary Benefits :
- Versatility for a variety of applications, including
   Ethernet 10/100/1000, T1 and DDS patching
- 24 and 48 position Category 5e and Category 6
   panels available, 1RU and 2RU 19-inch rack
   mounting
- Rugged steel construction with rolled edges to
   eliminate flex during termination
- Integrated rear cable management bar provides
   cable strain relief
- Multiple cable tie locations to meet your standard
   practices and simplify moves, adds, changes and
   maintenance
- Clear write-on designation and easy to identify ports
- Complete line of Cat5e and Cat6 patch cords in
   various standard lengths and colors also available

    

Ordering Information :

AL-4111
AL-4112

CAT5E Patch Panel 24 Port 1U with RJ45 Modular Jack "ALFA BASE"
CAT5E Patch Panel 48 Port 2U with RJ45 Modular Jack "ALFA BASE"

P/N Descriptions

AL-4121 CAT6 Patch Panel 24 Port 1U with RJ45 Modular Jack "ALFA BASE"

AL-4122 CAT6 Patch Panel 48 Port 2U with RJ45 Modular Jack "ALFA BASE"

Rear View, 24-Port

Front View, 24-Port

Side View , 24-Port

Rear View, 48-Port

Front View, 48-Port

Side View , 48-Port

Overview :
Manage traffic simply and effectively in Ethernet applications with Ethernet patch panels. Each compact panel is equipped with IDC terminated PCB
assemblies in either 568A or 568B pinouts. Cat5e and Cat6 patch cords are also available to complete your installations.

P/N : AL-4111 (CAT5E)
P/N : AL-4121 (CAT6)
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P/N : AL-4112 (CAT5E)
P/N : AL-4122 (CAT6)



SHIELDED UNLOAD PATCH PANEL 19"
                                              1U 24 PORT

Applications :
- 1000 BASE-T (IEEE 802.3ab Gigabit Ethernet)
- 100 BASE-TX (IEEE 802.3u Fast Ethernet)
- 10 BASE-T (IEEE 802.3 Ethernet)
- 52/155/622Mbps and 1.2Gbps ATM
- 4/16 Mbps Token Ring
- POE (IEEE 802.3af, IEEE 802.3at)
- TP-PMD, TPDDI, ISDN, VoIP
- Baseband, broadband
- Analog & digital voice, digital & analog video

Specifications : 
- All-metal accessories, the bracket comes with grounding cable
   to maximize the grounding capacity, which can effectively protect
   electromagnetic interference and radio frequency interference and provide
   excellent alien crosstalk suppression
- Full working area with universal shielding module, easy disassembly and
   tool free termination
- Support shielded and unshielded modules free transfer
- Support CAT5E/CAT6/CAT6A RJ45 female connector or In-line
   coupler 
- Back bar management
- ID Label
- Insertion life: 1000 times
- Humidity: 10% to 90% RH
- Rated temperature: -20 ~ 70  �C
- Dimension: Height 1U 48.26 cm (W) x 8.89 cm (D)
  

Shielded Unload Patch Panel 19” 1U 24 Port w/ Label, Back Bar Support “ALFA BASE”
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Ordering Information  :

AL-4196S

P/N Descriptions

SHIELDED CAT6 RJ45 IN-LINE COUPLER
                 (FEMALE-FEMALE)

Applications :
- 10 BASE-T (IEEE 802.3)
- 100 BASE-TX (IEEE 802.3U)
- 1000 Base - T (IEEE 802.3ab)
- Data center, VoIP, ISDN, POE, CCTV and others

Standards :
- ANSI/TIA-568-C.2 Category 6
- ISO IEC-11801:2017 Class EA
- EN55032:2015
- EN55024:2010+A1:2015
- IEEE 802.3an (10G Base T)
- EMC compliant
- RoHS compliant

Specifications :
- Voltage rating :    125 VAC RMS
- Current rating :    1.5 A
- Contact resistance :   100 mΩ (Max)
- Insulation resistance :   1000 MΩ (Min) @500 VDC
- Dielectric strength :    750 VAC RMS 60Hz, 1min 
- Operation temperature :  0-70   �C

Shielded CAT6 RJ45 In-Line Coupler “ALFA BASE”

Ordering Information  :

AL-3121S

P/N Descriptions

P/N : AL-4196S

P/N : AL-3121S



FACE PLATE WITH SHUTTLE, ICON & ID LABEL 
                                                                     

Applications :
- Designed for RJ45 computer outlet
- Install with RJ45 modular jack both unshielded & shielded
- Mounting on wall type or socket box

Specifications : 
- Material :   ABS
- Color :   Sandblasting ivory
- Icon :   Computer, telephone
- ID Label :   White paper with transparent plastic cover
- Shuttle :   Auto
- Support :   RJ45 modular jack
   RJ45 modular jack tool free
   Shielded RJ45 modular jack
- Dimensions :  L114 x W70 x 7 mm
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                                    FACE PLATE SMART WITH SHUTTLE 
                                                                    (STANDARD 2X4”)

Applications :
- Designed for RJ45 computer outlet
- Install with RJ45 modular jack both unshielded & shielded
- Mounting on wall type or socket box

Specifications :
- Material :   ABS
- Color :   Shiny white
- Shuttle :   Auto
- Support :   RJ45 modular jack
   RJ45 modular jack tool free 
   Shielded RJ45 modular jack
- Dimensions :   L120 x W70 x H10 mm (standard 2x4”)

Face Plate 1 Port with Shuttle, Icon & ID Label “ALFA BASE”

Face Plate 2 Port with Shuttle, Icon & ID Label “ALFA BASE”

Ordering Information  :

AL-5111

AL-5112

P/N Descriptions

Face Plate 2 Port Smart with Shuttle (Standard 2x4”) “ALFA BASE”

Shielded CAT6 RJ45 Modular Jack Slim Tool Free “ALFA BASE”

Ordering Information  :

AL-5151

AL-2122S

CAT5E RJ45 Modular Jack Smart Tool Free for Face Plate “ALFA BASE”AL-2116

P/N Descriptions

 P/N : AL-5111

 P/N : AL-5112

 P/N : AL-5151

 P/N : AL-2122S  P/N : AL-2116

 P/N : AL-2122S  P/N : AL-2116


